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O R D E R  F O R M
Thermal cutting machine 
	
	Performance
	Value

	1.
	Working aria size:
	

	
	Along the “Х” axis
	

	
	Along the “У” axis
	

	2.
	Number of heads for straight cutting with capacity sensor for constant distance between plate and the torch
	

	
	2а. Straight Gas cutting up to .........mm:           

       number of heads: Torch Harris Callorific.
	

	
	2b. Straight Plasma cutting up to .........mm:        

      number of heads- 

Plasma source: Hypertherm or Kjellberg.
	

	3.
	Head for bevel cutting: Inclining the  torch from 0˚ to 45˚ and rotation around the vertical axis. 
	

	
	3а. Bevel Oxy-propane  cutting up to.60.mm
	

	
	3b. Bevel Plasma cutting up to.60..mm
	

	4.
	Marking head with pneumatic stroke mechanism
	

	5.
	Number of lighters for automatic oxy-propane torch lighting from the control panel
	

	6.
	Control panel:
	

	
	6а. Movable on  the cross beam.
	

	
	6b. Stationary.
	

	7
	Table with fume suction system:
	

	
	Size on axis “X” (m)
	

	
	Size on axis “Y” (m)
	

	
	Filter with automatic air cleaning ‘Teka”
	

	8.
	Specialized CAD/CAM system for nesting and NC programming: Vinteh RCAM
	

	9.
	Other requirements:
	


